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1. TECHNICAL DATA

CONSUMPTION (W) 360/410** 
FRUITS PER MINUTE 40 (LM: 25) 
HOPPER CAPACITY 20kg 

DIMENSIONS 
HEIGHT       (mm) 980 
WIDTH         (mm) 598 
DEPTH         (mm) 545 

ENVIRONMENTAL 
LIMITS 

TEMPERATURE BETWEEN +5ºC and +50ºC
HUMIDITY BETWEEN 45% and 70% 

FRUIT SIZE 
Ø (mm)

REGULAR CUPS      (Ø 76) 53-76
LARGE CUPS *   (Ø 88) 64-88
EXTRA LARGE CUPS *        (Ø 100) 77-100

WEIGHTED SOUND PRESSURE LEVEL "A" Less than 70 dB 
NET WEIGHT (kg.) 81.5 

VOLTAJE AND 
ELECTRICAL 
FREQUENCY 

MOD. Z40A 230V-50Hz 
MOD. Z40B 220V-60Hz 
MOD. Z40C 110V-60Hz 

* Optional accessories, not included as standard
** Model dependent

2. WASTE AND RECYCLABILITY

Used equipment  

European Union 

This symbol indicates that the electrical and electronic parts in the machine 
must not be discarded with general domestic waste. If you wish to discard this 
equipment, do not use your everyday bin! There is a special collection system 
for these products.  

For more information on the collection and recycling of this product, contact your local collection 
service, waste disposal controller or the dealer who sold you the product. 

By discarding the product correctly, you will be helping to preserve natural resources (recycling 
of materials) and to prevent possible harmful effects on the environment and on the health of 
people, through the improper treatment of the discarded product.  

The incorrect removal of this waste may carry a penalty, in accordance with national legislation. 

Countries outside the European Union 

If you wish to dispose of this product, do so in conformity with the current national legislation or 
with other regulations from your country relevant to electrical and electronic equipment waste. 

Packaging

To dispose of the packaging, take into account the local regulations for this type of waste. 
Separate the different waste materials from the packaging and send them to your nearest waste 
collection centre. 
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3. GUARANTEE

ZUMMO INNOVACIONES MECÁNICAS S.A., through its official distributor, guarantees their 
machines for a period of 3 YEARS, valid from the date of delivery to the distributor, in accordance 
with the following conditions: 

This guarantee covers all material or manufacturing defects. 
If any faults are found during normal use and within the guarantee period, the defective parts will 
be replaced free of charge. 
Repair or replacement of machine parts during the guarantee period, does not imply and 
extension in guarantee expiration. 
The guarantee shall be valid only when presented with the original purchase invoice. 
The original parts are covered by a six-month guarantee. 

This guarantee does not cover 

Any damages not directly caused by a fault of manufacturing or materials. 
Any damages due to incorrect installation, abuse, improper use, modifications, accidents or 
negligence. 
Any parts scratched due to use of improper washing.   
Labour not covered by this guarantee. 
Any damages caused by unauthorised staff or materials. 
Any damage due to an industrial use of the machine. 
Any damage due to improper cleaning.  

The following components: 

 210530B-1 Z40 GP SQUEEZING TRAY 
 210507B-1 Z40 GP BLADE 
 210519-1 FILTER PULP SCRAPER 
 210604B Z40 CPU SERIGRAPHY 
 2/13/9-1 TAP SILICONE GASKET 
 210203A-5 Z40 SMOKED FRONT COVER 

Technical assistance 

In case of damages caused during the guarantee period, we suggest you contact the Authorised 
Dealer who supplied the unit, or call Zummo: 

E-mail: service@zummoaustralia.com.au
Telephone: 1300 986 666 opt 4.

Any repairs not authorized by Zummo during the guarantee period will cause immediate 
termination of the guarantee. 
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4. ACCESSORIES

The machine has various squeezing sets of Cups, Balls and Fruit Classifiers to use depending 
on the size of the fruit you wish to squeeze.  

a Dark grey-coloured Cups and Balls plus Hopper Fruit Classifier for fruits with diameters 
between 53 and 76mm (Fig. 4). 

b Light grey-coloured Cups and Balls plus Hopper Fruit Classifier for fruits with diameters 
between 64 and 88mm (Fig. 5) (Optional set not included with the machine). 

c Very light grey-coloured Cups and Balls plus Hopper Fruit Classifier for fruits with 
diameters between 77 and 100mm (Fig. 6) (Optional set not included with the machine). 

d Lower Fruit Classifier for fruits with diameters between 53-76mm and 64-88mm (Fig. 7-
8). 

Regardless of the squeezing set use, the Blade will always be the same. 
ATTENTION! Never mix components of different sets.
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6. FUNTIONS AND CLEANING

 It is advisable to turn the machine off at the mains before starting any cleaning processes.
 Do not wash the machine using water jets and/or water at high pressure.
 We recommend at least one daily clean of the components in the juice squeezing zone (cups,

squeezing balls, drip tray, filter, blade and cover), following the cleaning instructions.
 The product provided by the machine is citrus juice with a pH level of 4.5, which is not

considered as being a potentially dangerous foodstuff.

6.1. INITIAL START-UP 

 Depending on the size of the oranges to be squeezed, select the correct size of cup and ball
and the fruit classifier for the basket and position the lower fruit classifier correctly (Fig. 7-8).
See the section on ACCESSORIES.

 Fit all the parts in their correct positions. See assembly in the section on CLEANING. If you
have a service model (with a tank), fit the support on the base of the machine (Fig. 9).

 Do not place your hand into the basket while the machine is operating (Fig. 10).

Z40 Manual Mode: 

- Once the machine is switched on, the display will show either a number between 1 and
999 or the letter C. The number indicates the quantity of fruits to be squeezed, while the
letter C sets the machine to squeeze continuously for approximately 30 minutes.

- To set the number of oranges to squeeze, press the SELECT button repeatedly to
increase the number (from 1 to 999, followed by the letter C. (1,2,3, ..........997,998,999, 
C,1,2,3....). Alternatively, press and hold the SELECT button for 2 seconds and the 
number will decrease.  

- Continue until you visualize the wanted number.
- The selected number will be stored on the display after the first complete squeeze cycle

is finished. The number will be stored even if the machine is switched off. You may
change the number repeating the complete number selection process.

- Press the ON button to start squeezing. During the process, the display will show the
remaining amount of fruits to be squeezed.  If you wish to repeat the process, simply
press ON. To stop the process, press the STOP button.

Z40 Self-service Mode: 

- Once the machine is turned on, the screen displays an orange icon. This means that the
machine is ready to squeeze fruit.

- When you press the tap down, the juicer will start working and the screen will display a
Clock icon and the word "Run", while the machine is working. In order to stop the
machine, just release the tap.
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6.2. STOPPING 

Z40 Manual Mode  
To stop the machine when is operation, press the Stop button. The display will show a timer 
and the message Stop. The machine will stop once finish the cycle. Once the machine 
completely stops, the display will show again the number of fruits to squeeze. 

Z40 Self-service Mode 
Once you release the tap, the juicer will finish the cycle, and the digital screen displays a "Clock 
icon and a Stop sign". Once the machine stops, the screen will display an orange icon, 
indicating that the juicer is ready to squeeze again. 

6.3. COUNTER FUNCTION 

The display stores the total number of cycles* completed. To visualize the figure:  
 With the machine stopped and in stand-by, press the STOP button.
 The figure will appear on the display for a few seconds.
Bear in mind that all machines show a minimum of 600-650 cycles completed for quality control
testing.

*(Cycle = complete set of movements to squeeze a piece of fruit) 

6.4. SELECTOR LOCKING FUNCTION 

In order to lock the SELECT button to avoid unwanted changes of the number of fruits to 
squeeze, carry out the following operations: 

 Select the number on the display you wish to lock.
 Press the button ON and wait until the machine stops.
 Switch off the machine using the power switch.
 Being the machine switched off, press and hold STOP.
 Switch on the power keeping STOP button pressed for four seconds. The display will

show a four digits’ number.
 Press the button SELECT (this button controls the two right digits) and press the button

ON (this button controls the two left digits) at the same time to select the number 7437.
Press STOP and the display will show - - - -. Turn off the machine using the power
switch. If you fail to do this, the display will keep showing the message - - - - 

 Switch on the machine. Now the SELECT button is locked and the display will show
Lock.

To unlock the SELECT button, repeat exactly the same operation.  
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6.5. PEEL COUNTER FUNCTION 

The machine has an automatic system for warning when the peel collection container is full. If 
you want to activate this function, please proceed as follows: 

 Turn off the machine's power switch.
 With the machine off, press SELECT, and continue pressing while turning the power

switch back on. Keep pressing for four seconds until you see the containers/chutes
appear on the display panel alongside a three-digit figure.

 Once this screen appears you need to enter the number of peels the machine needs to
produce before the alarm goes off. By pressing SELECT intermittently, the number of
peels will continue to increase. If, on the other hand, you press SELECT continuously for
more than two seconds, the number will start reducing.

 Once the number of peels has been selected, press STOP and that quantity will be held
in the machine's memory.

 Once the machine reaches the desired quantity it will stop and the two containers /chutes
on the display panel will blink. To continue juicing, the peel deposit must be emptied and
then the ON button pressed in order to reset the counter.

TO DEACTIVATE THE PEEL COUNTER. 
Repeat the previous operation and set the counter to zero. 

6.6. STAND BY 

The machine has a stand-by power-saving system which is activated automatically after 5 
minutes. When the machine is on Stand-By, the display light goes out and all the icons except 
the one for the machine are disabled.  
To exit this situation, press any of the three buttons on the plate. 

To deactivate the Stand By, repeat the 7.2. section process by entering the code 8024. 
To activate, repeat the process by entering the code 8023. 

6.7. CLEANING 

The machine squeezing area and parts must be cleaned daily.  

 If the machine is in operation, stop it always using the Programmer button Stop. Never
attempt to stop the machine using the main switch. Failure to follow this recommendation will
cause the machine to stop in a position that impedes cleaning; possibly leading to breakage
of parts due to poor handling.

 Disconnect the machine turning the power switch off (Fig. 11). Then the digital display will
turn off (Fig. 12).

 Remove one of the side panels, activating the locking system and gently pulling the back
section upwards (Fig. 13).

 Remove the cover by dismantling it from the remaining side section (Fig. 14) and clean it with
a damp cloth moistened in a neutral soapy solution (IMPORTANT! NEVER use abrasive
products which might scratch it).

 Remove the remaining side section as before.
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Z40 Manual Mode: 

- Remove the filter tray or the tank with its filter to get access to the nuts fixing the
squeezer tray (Fig. 15).

- Remove the squeezer tray, blade and cups simultaneously. To do so, gently unscrew
the nuts securing the cups and, using them as supports, pull outwards and they will
come loose so they can be removed easily. Unscrew the nuts of the tray shafts and
pull outwards horizontally to remove all the parts (Fig. 16).
For a very thorough clean, unscrew the balls inside the squeezer tray (Fig. 17);
underneath them there should be a washer. You can either put these parts in a
dishwasher or wash them by hand. TAKE GREAT CARE WITH THE BLADE (Fig. 3)
as it is very sharp and could cause cuts.

Z40 Self-Service Mode: 

- Unscrew the nuts of the shafts of the tray and pull outwards horizontally to remove
the faucet tray and the filter.
Clean the faucet tray with a cloth moistened in a neutral soapy solution
(IMPORTANT! NEVER clean it with abrasive products which might scratch it).

- Remove the squeezer tray, blade and cups simultaneously. To do so, gently unscrew
the fastening nuts and, using them as a support, pull outwards and they will come
loose so they can be removed easily.
For a very thorough clean, unscrew the balls inside the squeezer tray (Fig. 16);
underneath them there should be a washer. You can either put these parts in a
dishwasher or wash them by hand. TAKE GREAT CARE WITH THE BLADE (Fig. 3)
as it is very sharp and could cause cuts.

 Clean the front and the basket with a damp cloth.

Important Notice: 

In case of damage due to improper cleaning, the warranty will not apply. 

Assembly 

After washing and drying the components, assemble them in the following order: 

1 Screw the balls into the squeezer tray. Make sure you have fitted the washers first and 
TIGHTEN the balls well! Then, adjust the position of the balls as you can see in the picture, 
the slots must coincide with the mark of the tray (Fig. 18). 

2 Insert the blade in the squeezer tray and slot the ribs into the grooves of the balls (Fig. 
19). Check that the blade slides easily. 

3 Square up the squeezer tray set and blade to their respective shafts (Fig. 20) and then 
insert the cups in the squeezer tray and square them up to the shafts (Fig. 21). Assemble 
this set in the machine at the same time and tighten the nuts well. 

4 Fit the shafts and the pulp scraper filter in the filter, fit the filter correctly in its position in 
the filter tray, self-service tray or tank (THE DRIVE SHAFT SHOULD OVERHANG THE 
TRAY OR TANK) (Fig. 22) and fit the set into the machine. Check that the tray or tank is 
fitted properly which will also indicate that the filter is in the right position (THE DRIVE 
SHAFT SHOULD DOVETAIL WITH THE HEXAGONAL FILTER ACTUATOR) (Fig. 23). 

5 Affix one of the side panels back on the machine (Fig. 13). 
6 Assemble the cover by attaching it to the side panel (Fig. 14). 
7 Finally, affix the last side panel.  

Before operating the machine, make sure that: 

 Juice tray and Blade are properly fitted in place.
 Fastening Nuts are properly tightened.
 The correct set of squeezing parts (Balls, Cups and Fruit Selector) are fitted. (see

“Accessories” in this manual).
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 Ensure that the side panels are properly coupled with the locking system for the
machine to operate properly.

If Blade, Juice tray, Balls, Cups, Side cover or Front cover are not correctly assembled, serious 
damage may be caused to these parts or to the interior components of the machine. 

(Operator faults not covered by the guarantee) 

Z40 Manual Mode: The display will show the number of oranges to be squeezed. The machine 
is now ready for operation. 

Z40 Self-service Mode: When the machine is ready to work, the display show the "machine icon 
and the orange icon". 

Cleaning the feeder 

 Undo the basket's retaining nut (Fig. 24).
 Remove the external basket by turning it gently.
 Unscrew the Nut located inside the basket (Fig. 25).
 Remove the Hopper Fruit Classifier pulling it upwards (Fig. 26).
 Remove the basket together with the lower fruit classifier by pulling upwards until it is

completely released from its shaft (Fig. 27a-27b).
 Clean all the pieces with soapy water or put them in the dishwasher.
 Reassemble in this order: first fit the basket together with the lower fruit classifier onto the

shaft (fit the lower fruit classifier in the position of the calibre of oranges you intend to
squeeze, either for the medium kit (Fig. 4) or the large kit (Fig. 5); for the extra-large kit it
should be removed (Fig. 6) and then turn the basket manually until it is anchored (the pivots
should enter their respective holes). Then affix the fruit classifier inside the basket, making
sure it fits properly and cannot turn (Fig. 26), screw in the nut and finally fit the external basket
(Fig. 24).

Important Notice: 

The normal use of the machine may cause the plastic parts that are exposed to juice to turn 
orange colour. This is completely normal and does not imply a hygiene problem or affect the 
physical properties of the plastic. 

6.8. ADVICE FOR USE 

 Always make sure you are using the right squeezing set of Balls, Cups and Fruit Classifier
for the size of fruit you wish to squeeze. If the fruit to squeeze is too big or too small for the
squeezing kit used, the quality of the juice may decrease, resulting in a bitter juice flavour.

 The Hopper Fruit Classifier must be correctly selected according to the size of the fruit to
squeeze.

 If fruits are too large for the Fruit Classifier, the fruit will not fall into the Cup. If fruits are
otherwise too small, numerous pieces of fruits will fall at the same time into the Cup.

 We recommend to switch off the machine when is not in use (Fig. 11).
 If the orange has a very thin peel, we recommend that you add a washer to each of the

squeezing balls.
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6.9. SAFETY SYSTEMS 

The machine has various safety systems: 

1 If the front cover is not assembled or is improperly assembled, the display will show 
an Error message with the area of the front cover flashing. 

2 If the tray is not assembled or is not in place, the machine will not operate and the 
display will show an Error message by displaying a flashing dark tray. 

3 If one of the side covers is incorrectly positioned, the machine will not work and the 
display panel will show Error. The corresponding side cover will appear shaded 
intermittently. 

4 If one of the containers/chutes is incorrectly positioned, the machine will not work and 
the display panel will show Error. The corresponding container/chute will appear 
shaded intermittently.      

5 If the exterior basket is incorrectly positioned, the machine will not work and the 
display panel will show Error. The basket will appear shaded intermittently. 

6 If for any reason the machine gets blocked during operation, after a few seconds the 
motor will stop automatically and the display will show an Error message with a faulty 
flashing icon, until the cause of the blockage is removed. 

7 Thanks to a thermal protection system in the motor, in the event of overheating the 
machine will stop and the display will show an Error message and a thermometer 
icon / Error message with a faulty flashing icon. In this case, please wait 
approximately 10 minutes to allow the motor temperature to decrease.  
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The error message will disappear. Please check that the ventilation gratings and the 
fan are not obstructed.  

 Z40C        Z40A/Z40B 

8 If there is no message on the display, it means there is no power supply. Check that 
the power switch is on and that the plug fuse is not burnt out (Fig. 28). 
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7. INSTALLATION, PROGRAMMING AND MAINTENANCE

 It is compulsory for the machine to be earthed to avoid the possibility of people being given
shocks or damage to the equipment.

 The plug must be easily accessible once the installation is complete. The use of extension
cables, adaptors and multiple sockets is not permitted.

 Machines which does not release with the standard furniture, must be placed on a surface
with a minimum height of 800mm, in the event of installing it on a surface below must be
assembled with the basket cover accessory.

7.1. INSTALLATION  

 Attention! The machine weighs 81.5 kg. When moving the machine, we suggest that this
should be accomplished by two people.  The best way to lift the machine is to grab the rear
of the machine from underneath, with one hand and with the other hand, grab the shaft from
underneath, as well (Fig. 29).

 Position the machine on a sufficiently strong, stable and horizontal surface and attach the
machine to the base using M8 screws.

 Make sure that the machine’s voltage and frequency match the values of your electrical
installation. See the identification plate (Fig. 30).

 Use an electrical outlet equipped with an effective ground connection (0.03A).  This outlet
should be used exclusively by the juice extraction machine.  Do not plug other appliances into
the outlet.

 Before operating the machine, wash all machine parts that will be in contact with juice: Balls,
Blade, Juice tray, Filter Tray, Filter and Front Cover.

 Turn ON the power switch (Fig. 11 (I=On, O=Off)). If no message appears on the display (Fig.
12), there is lack of power supply.  Make sure you have connected the plug to a powered
circuit and that the power switch is switched on. Once this is done, the Programmer display
will show one of the following messages:

(Disp. 1a) (Disp. 1b) 

(Disp. 2) (Disp. 3) 

(Disp. 4a) (Disp. 4b) 

(Disp. 5a) (Disp. 5b) 

(Disp. 6) (Disp. 7) 
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a. (Z40 Manual Mode) If the display shows a number (Disp. 1a), the machine is ready to
start operating.
(Z40 Self-service Mode) If an orange icon is displayed on the digital screen (Disp. 1b),
the machine is ready to operate.

b. If the display shows the Error message (Disp. 2), then the Front Cover is not in place,
and it should be place it correctly.

c. If the display shows the Error message (Disp. 3), the Juice Tray is not correctly
assembled and should be re-assembled correctly.

d. If the message Error appears on the screen (Disp. 4a-4b), the side cover indicated is
incorrectly positioned and must be fitted correctly.

e. If the message Error appears on the screen (Disp. 5a-5b), the container or chute
indicated is incorrectly positioned and must be fitted correctly.

f. If the message Error appears on the screen (Disp. 6), the exterior basket of the machine
is incorrectly positioned and must be fitted correctly.

g. If the display shows the Error MEM (Disp. 7), it means the Programmer is faulty. Contact
your local supplier for technical assistance.

7.2. CHANGING OPERATIONAL MODE 

TO GO FROM MANUAL TO SELF-SERVICE OPERATING MODE  
Turn off the machine by the main power switch. 
With the machine turned off, press STOP, keep it held down, and then turn the main power 
switch on, holding it for 4 seconds, until a screen with four numbers appears. 
When this screen is displayed, find number 4104, 4105, 4106 - pressing ON moves through the 
two digits on the left, and pressing SELECT moves through those on the right – then press 
STOP (when you press STOP the display will show ----) and then turn the machine off by the 
main power switch (if the machine is not turned off, you cannot move out of this display). 
When you turn the machine on again (you will first see the programme version and then code) 
the ON and SELECT buttons will have been disabled and the machine will start working when 
you turn on the tap. 

1s Delay. 
Repeat the process by entering the code 4105. 

2s Delay. (Recommended) 
Repeat the process by entering the code 4106. 

TO TURN ON THE MANUAL FUNCTION AGAIN 
Repeat the process by entering the code 1001. This will enable the ON and SELECT buttons 
and the machine is now ready to select the number of oranges you want to squeeze and start 
operating when you press the ON button. 

7.3. MAINTENANCE 

Exterior machine maintenance: Consists of just daily cleaning.  
Interior of the machine: After every 12 months or 500.000 cycles, whichever occurs first the 
inner machine guides must be lubricated and a full cleaning carried out.
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7.4. IDENTIFYING DAMAGES 

Damage Cause and/or solution 
The display is not lit No power supply. 

Fuse burnt out (Fig. 28). 
Power cable not properly connected. 
Switch power on (Fig. 11). 

The display shows 
message Error  

Front cover not fitted correctly (Fig. 31). 
Tray not assembled or incorrectly assembled (Fig.32). 
Side covers not fitted correctly (Fig. 31). 
Containers/chutes incorrectly positioned. 
Basket incorrectly positioned. 
Overheating motor. 
See section SAFETY SYSTEMS. 

The display shows 
message Error and a 
flashing Icon.  

Check if the fruit is frozen. 
Check for piled-up fruit peels inside the Juice tray. 
Check if Balls are correctly tightened. 
Check to see if the orange peels are stuck to the inside of the 
Cups. 
Check if components of different squeezing sets are mixed.  
The skin of the fruit may be too thick. Remove the washer from 
underneath the ball. 

Blocked machine To unblock the machine, use the 5mm Allen key located at the 
right of the lower lid. Insert it into the hole on the right side and, 
with the machine switched off, turn anticlockwise until the cups are 
raised, removing the obstruction. WARNING: Make sure the Allen 
key is removed before switching the machine on. 

Blade breaks Cup nuts are too loose. 
Balls are loose. 

The filter cleaner is not 
removing the pulp from 
the filter 

A piece of orange peel is preventing the movement of the pulp 
scraper filter. 
The filter set has been assembled in reverse. Check that the drive 
shaft dovetails properly with the hexagonal actuator (Fig. 22-23). 

Not enough juice is 
being extracted from the 
fruit 

The ball washers (which are placed underneath the balls) are 
missing. 
Fruit peel is too thin. Place one extra washer under each ball. 

Hooper is not delivering 
fruits so the squeezing 
area 

Fruit is too big for the fruit classifier in use. 
Check the position of the lower fruit classifier (Fig. 7). 

Hooper is delivering 
several oranges at the 
same time into the 
squeezing area 

Fruit is too small for the fruit classifier in use. 
Check the position of the lower fruit classifier (Fig. 8). 
Hopper not properly assembled. See cleaning the feeder in section 
cleaning.  

For any advice or to request spare parts, you should state the model and serial number 
of your machine (Fig. 30). 
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7.5. LIST OF COMPONENTS 

2/13/9 TANK TAP 

2/13/9-1 TAP SILICONE GASKET 

2/13/9-2 TAP NUT 

0316000 BOTTLE RACK BODY 

0316002A BOTTLE RACK TRAY 

0316004N BOTTLE RACK 

1003033 55L BASKET 

1408023 FLAT SILICONE WASHER  

1503002 MAGNETIC RING UNIT 

1605005 RUBBER DRAINPIPE 

210203A-5 Z40 SMOKED FRONT COVER 

210204E-1 Z40 GP SIDE COVER 

210227 Z40 COMPLETE MACHINE FOOT 

210313 RING GASKET 

210329-1 Z40 GAUGE 

210345A Z40 REGULAR SEPARATOR 

210346A Z40 LARGE SEPARATOR 

210347A Z40 EXTRA LARGE SEPARATOR 

210348 Z40 LOWER SEPARATOR 

210352 Z40 EXTERNAL BASKET 

210354A-1 Z40 GP COMPLETE INNER BASKET 

210506D-1 Z40 GP FILTER TRAY 

210507B-1 Z40 GP BLADE 

210510 Z40 EXTRA LARGE BALL 

210511 Z40 EXTRA LARGE CUP 

210512 Z40 LARGE BALL 

210513 Z40 LARGE CUP 

210514 Z40 REGULAR BALL 

210515 Z40 REGULAR CUP 

210516A DRIVE FILTER SHAFT 

210517A DRIVEN FILTER SHAFT 

210518A-1 Z40 GP FILTER 

210519-1 FILTER PULP SCRAPER 

210530B-1 Z40 GP SQUEEZING TRAY 

210536 Z40 LARGE SQUEEZING KIT 

210537 Z40 EXTRA LARGE SQUEEZING KIT 

210543A-1 Z40 GP SELF SERVICE TRAY 

210545A-1 Z40 GP COMPLETE SELF SERVICE TRAY 

210554A-1 
Z40 GP COMPLETE SELF SERVICE TRAY WITH 
BOTTLE HOLDER 

210604B Z40 CPU SERIGRAPHY 

210803A-1 Z40 GP DRIP TRAY 

210804A Z40 GP DRIP GRID 

210805D-5 Z40 SMOKED 7.6L TANK 

210806A-1 Z40 GP TANK LID 

210807 Z40 SELF SERVICE MAGNET HOLDER 

210809A Z40 TANK HOLDER 

210810 DRIP TRAY DRAINPIPE 

210811 Z40 TANK SHAKER 

210814 M20 NUT 

210816D-5 Z40 SMOKED COMPLETE 7.6L TANK 

210818A-1 Z40 GP MECHANISED DRIP TRAY 

210819A-1 Z40 GP DRIP TRAY WITH DRAINPIPE 

210821 SELF SERVICE LEVER BOLT 

210826 Z40 INOX COMPLETE LEFT CONTAINER 

210827 Z40 INOX COMPLETE RIGHT CONTAINER 

210838 Z40 SELF SERVICE LEVER 

210839 SELF SERVICE TAP HOLDER 

210841 BOTTLE HOLDER KIT 

210901A Z40 MDP LID 

210902A Z40 MSP LID 

210910A Z40 MDPC LID 

210912A BOTTLE RACK HOLDER 

210916A GN TRAY GRID 

210917 MECHANISED GN TRAY 

210926 GN TRAY WITH DRAINPIPE 

210929 Z40 INOX COMPLETE LEFT CHUTE 

210930 Z40 INOX COMPLETE RIGHT CHUTE 

210931A GN TRAY GRID-COVER 

211002 MDP/MDPC/MSP LEFT DOOR 

211003 MDP/MDPC RIGHT DOOR 

211004 MSP RIGHT DOOR 

211007 MS/MSP DRIP TRAY 

211008A MS/MSP DRIP GRID 

211009B MS/MSP DRIP GRID HOLDER 

I-933-M4x10 
M4X10 DIN-933 S. STEEL HEXAGON HEAD 
SCREW 

I-933-M4x20 
M4X20 DIN-933 S. STEEL HEXAGON HEAD 
SCREW 

I-933-M5x10 
M5X10 DIN-933 S. STEEL HEXAGON HEAD 
SCREW 

I-934-M6 M6 DIN-934 S. STEEL HEXAGON NUT 

I-965-M3x8 
M3X8 DIN-965 S. STEEL CROSS RECESSED 
COUNTERSUNK HEAD SCREW 

I-965-M3x10 
M3X10 DIN-965 S. STEEL CROSS RECESSED 
COUNTERSUNK HEAD SCREW 

I-985-M3 
M3 DIN-985 S. STEEL PREVAILING TORQUE 
HEXAGON NUT 

I-985-M4 
M4 DIN-985 S. STEEL PREVAILING TORQUE 
HEXAGON NUT 

I-1587-M3 M3 DIN-1587 S. STEEL HEXAGON ACORN NUT 

I-7981-Ø3.5x13 
3.5X13 DIN-7981 S. STEEL CROSS RECESSED 
SCREW 

I-7985-M4x8 
M4X8 DIN-7985 S. STEEL CROSS RECESSED 
RAISED CHEESE HEAD SCREW 

I-9021-M6 M6 DIN-9021 S. STEEL WASHER 

V0133 SQUEEZING TRAY WASHER 

V0193 BLADE PROTECTION 

V0229 D12 PLUG 

V0266 5x115 T ALLEN HEX KEY 

V0277 COMPLETE TAP ASSEMBLY 

V0277-4 TAP FLAT SILICONE WASHER 

V0293A-1 GP FASTENING NUT 
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210537 ( 77-100)

210536 ( 64-88)

210329-1

210345A
( 53-76)

V0293A-1

210348

210354A-1

210352

210604A

210313

V0229
V0266

210227

210827*

210826*

V0193

210507B-1

210204E-1
210515( 53-76)

V0293A-1
210203A-5

210506D-1 210804A

210803A-1

210518A-1

210519-1

210516A
210517A

V0293A-1

V0133

210514
( 53-76)

210530B-1

*Consultar referencia para modelos USA / Consult reference for USA models

210346A

210347A

210513

210512

210510

210511

I-985-M3
1503002

I-965-M3x10

Z40 2.0
21
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I-7985-M4x10

210552

I-985-M4

210550

210547A-1

210548C-1
210553

210549A-1

210842B

ESCALA 1 : 12

210930A

210929A

031703

PWC-BIN

I-9021-M8

I-933-M8x20

MMP40

210561C-1 (Graphite)

210562C-1

22
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210811

210805E-5

210806A-1

210809A

2/13/9-1

1408023

2/13/9-2

2/13/9

210816E-5
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